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PROPERTY LINE

R.O.W

CONCRETE CURB & GUTTER

CONCRETE STRAIGHT CURB

INTEGRAL WALK AND CURB

FENCE

SIGN

ADJUST ALL LINETYPES TO MEET THE SCALE OF DRAWING

CLBENCH MARK SYMBOL W/ CENTER LINE SYMBOL

BARRIER FREE RAMP

CONCRETE SIDEWALK WITH SCORE JOINTS

PARKING STRIPING W/ BF SPOTS

STANDARD DUTY BIT. PAVEMENT

HEAVY DUTY BIT. PAVEMENT

CONCRETE PAVEMENT

HEAVY DUTY (6") CONCRETE PAVEMENT

GRAVEL SURFACE

BUILDING HATCH

11
C202DETAIL TAGS

GENERAL SITE LAYOUT NOTES

1. ALL DIMENSIONS SHOWN ARE TO FACE OF CURB, FACE OF BUILDING OR EDGE OF ROAD UNLESS
OTHERWISE NOTED.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING ALL EXISTING UNDERGROUND UTILITIES.
CONTACT THE APPROPRIATE UTILITY COMPANY  FOR FIELD STAKING ALL LINES.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL PERMITS REQUIRED FOR SITE
CONSTRUCTION.

4. ALL SITE CONSTRUCTION ON PUBLIC PROPERTY IS TO BE COORDINATED  AND INSTALLED PER THE
GEORGETOWN TOWNSHIP STANDARDS.

5. PLACE ISOLATION JOINTS AT ALL INTERSECTIONS OR WHERE PAVING ABUTS THE BUILDING OR CURBS.
ISOLATION JOINTS SHOULD BE SPACED NO MORE THAN 30' O.C.. FILL ALL ISOLATION JOINTS WITH TRAFFIC
SEALANT PER SPECIFICATIONS. ALL CONTROL JOINTS SHALL BE RETOOLED UNLESS OTHERWISE
SPECIFIED.

6. GENERAL CONTRACTOR IS RESPONSIBLE FOR PLACEMENT OF UNDERGROUND SLEEVES AS REQUIRED
FOR ELECTRICAL AND LANDSCAPE IRRIGATION.

EXISTING STEPSLANDSCAPE STONE WALLS

SCREENING FENCE:6' WALLPOLE WOODWORKERS

WHITE VINYL UNIVERSAL FENCEWITH LATTICE TOPPER THAT HAS 1

12" OPENINGS. INCLUDE 3'6" GATE

FOR ACCESS TO UTILITIES AREA.

ALUMINUM FENCE:4' AMERISTAR MONTAGE PLUS

CLASSIC STYLE 2 RAIL IN BLACK

CC1 CG3

665.
00

LOCKABLE

GATE

BURIED EDGING REQUIREDTO PREVENT ORN. GRASS

FROM SPREADING

ALUMINUM EDGING: PERMALOCPERMASTRIPCOLOR: MILL FINISH

13505 BARRY STREETHOLLAND, MI 49424

616.399.9600 www.permaloc.com

8'-0
"

8'-0"TYPTYP

2'-6"5'-0"2'-6
"

POOL TABLE

BY OWNER

TABLE

TENNISBY OWNER

LOUNGE CHAIR SEATING

BY OWNER

USED FOR 10 SCALE VIEWS

22.0000

6.0000

3.00002.0000
1.5000

3.0000
1.5000

1. FINAL LAYOUT TO BE STAKED IN THE FIELD FOR REVIEW AND APPROVAL BY LANDSCAPE
ARCHITECT AND OWNER. CONTRACTOR WILL BE RESPONSIBLE FOR VERIFYING ALL EXISTING
UNDERGROUND UTILITIES. CONTACT MISS DIG AT PHONE NUMBER 811 AT LEAST 3 WORKING
DAYS PRIOR TO CONSTRUCTION, TO CONFIRM LOCATION OF EXISTING UTILITIES.

2. CONTRACTOR RESPONSIBLE FOR UNDERSTANDING PROJECT CONDITIONS AND VERIFYING
PLANT QUANTITIES. NOTIFY LANDSCAPE ARCHITECT OF ANY PLAN DISCREPANCIES.

3. ALL AREAS DISTURBED BY CONSTRUCTION TO BE TOPSOILED AND SEEDED UNLESS SHOWN
OTHERWISE ON PLANS.

4. GENERAL CONTRACTOR IS RESPONSIBLE FOR COORDINATING  PLACEMENT OF ALL
IRRIGATION AND ELECTRICAL SLEEVES.

5. LANDSCAPE CONTRACTOR TO COORDINATE PLANTING SCHEDULE WITH IRRIGATION
CONTRACTOR.

6. NOTIFY LANDSCAPE ARCHITECT IF AREAS OF POOR DRAINAGE OR OTHER UNUSUAL
SUB-GRADE CONDITIONS ARE ENCOUNTERED DURING EXCAVATION FOR PLANTING PITS.

7. PLANTING MIXTURE FOR PERENNIALS SHALL BE SIX INCH DEPTH OF FOUR PARTS BY
VOLUME OF TOPSOIL TO ONE PART OF SPHAGNUM PEAT MOSS.

8. COORDINATE PLANT INSPECTION BY LANDSCAPE ARCHITECT, TO OCCUR PRIOR TO
INSTALLATION. PLANT I.D. TAGS ARE TO REMAIN UNTIL FINAL PUNCH LIST.

9.  ALL TREES ARE TO BE STAKED AND GUYED AS PER APPROPRIATE DETAIL.

10. SHRUB PLANTING BEDS AND TREE SAUCERS TO RECEIVE  3" SHREDDED HARDWOOD
MULCH, PERENNIAL BEDS TO RECEIVE 2" DEPTH MULCH AND GROUND COVER AREAS TO
RECEIVE 1'' DEPTH MULCH.

11.  ALL PLANTING BEDS TO HAVE ALUMINUM EDGING AND WEED BARRIER FABRIC (SEE
SPECIFICATIONS).

GENERAL LANDSCAPE NOTES
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AIRPORT DEVELOPMENT PLAN - YEARS 2022 TO 2027
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EA FOR HANGAR PARK TAXILANE

DESIGN FOR HANGAR PARK TAXILANE

WETLAND MITIGATION FOR HANGAR PARK TAXILANE

CONSTRUCTION FOR HANGAR PARK TAXILANE

DESIGN  FOR WEST OVERFLOW APRON REHABILITATION

CONSTRUCTION FOR WEST OVERFLOW APRON REHABILITATION

PLANNING FOR HANGAR PARK TAXILANE (EA)

DESIGN FOR TAXIWAY A REHABILITATION

CONSTRUCTION  FOR TAXIWAY A REHABILITATION

DESIGN FOR SOUTH TAXIWAY EXTENSION

CONSTRUCTION FOR SOUTH TAXIWAY EXTENSION

DESIGN FOR REPLACE RUNWAY 8-26 PAPIS

CONSTRUCTION FOR REPLACE RUNWAY 8-26 PAPIS
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